S IDea

VOAS Recommended Preset Settings for TEOd8 Loudspeaker Management System

4-Element Line-Array Configurations

Input
Type Freq Q Gain
Low Shelf 1.60kHz 40 -6.00
Bell 8.0kHz 3.0 4.00
LF
Type Freq Q Gain
Bell 292Hz 50 660
Bell 872Hz 06 920 - -
Bell 872Hz 53  -150 [o00 Tuuie [ o00 Linucc
HPF:  98Hz  Butterworth 24dB ® | L2

(L] 1.28kHz
LPF: 11kHz  Butterworth 24dB i) 2=

: 5.12kHz
Gain:  0dB Delay:  043ms -

L] Butterworth 24dB L
HF
Type Freq 0 Gain
Bell 213Hz 48 350
Bell 470kHz 57  -170
Bell 109kHz 695  -240
Bell 80kHz 15 100 w v 213z 45 | 550 [ otz | 10| oo [

4.70kHz 5 -1. li 1.28kHz
HPF:  160kHz Butterworth 24dB il Rolll ] 20
8.00kHz % K i 5.12kHz 3 -

LPF:  Off Linkwitz-Riley 24dB . zmne | v Jue R s el b L

[0 [ 200d8u | oo |

THR REL

Gain: -183dB  Delay: 0.0ms

For updated information regarding IDEA products, refer to www.ideaproaudio.com
IDEA is always in pursuit of better performance, greater reliability and design features;
technical specifications and minor finish details may vary without notice in order to improve our products.
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S IDea

VOAS

8-Element Line-Array Configurations

Input
Type Freq Q Gain
Low Shelf 1.60kHz 4.0 -8.00
Bell 80kHz 30 400
LF
Type Freq Q Gain
Bell 292Hz 5.0 6.60
Bell 872Hz 0.6 -9.20 = =
Bell 872Hz 53  -150 oo Tuuie ] oo0 Lunucc
HPF:  98Hz  Butterworth 24dB ® ] L

m 1.28kHz
LPF: 1MkHz  Butterworth 24dB ® i

- 5.12kHz
Gain: 0dB Delay:  0.43ms :H i

L] Butterworth 24dB  ~ L
HF
Type Freq 0 Gain
Bell 213Hz 48 350
Bell 470kHz 5.7 -1.70
Bell 109kHz 6.9 -2.40
Bell 80kHz 15 100 n_ |2 45 |50 R

4.70kHz % 1. 1.28kHz
HPF:  1.60kHz Butterworth 24dB i il feoand i _
8.00kHz - J [ 5.12kHz -

LPF:  Off Linkwitz-Riley 24dB . 20z | 10 {000 B ot ool e L

[0 [ 200d8u | oo |

THR REL

Gain: -183dB  Delay: 0.0 ms

For updated information regarding IDEA products, refer to www.ideaproaudio.com
IDEA is always in pursuit of better performance, greater reliability and design features;
technical specifications and minor finish details may vary without notice in order to improve our products.
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S IDea

VOAS Recommended Preset Settings for TEOd8 Loudspeaker Management System

12-Element Line-Array Configurations

Input .
| ;a2 |
Type Freq Q Gain
LowShelf  160kHz 4.0 -9.00 [ s
[ e
Bell 8.0kHz 3.0 4.00 g
o0k
m B.00kHzZ | 3. 7 1.28kHz
: D o
320Hz K X : 10.2 kHz |
[ ouw7r ] .
LF
Type Freq Q Gain
Bell 292Hz 50 6.60
Bell 872Hz 06 920 - -
Bell 872Hz 53  -150 [o00 Tuuie [ o00 Linucc
HPF:  98Hz  Butterworth 24dB ® | L2
(L] 1.28kHz
LPF: 11kHz  Butterworth 24dB i) 2=
- 5.42kHz
Gain: 0d8  Delay: 043ms -
L] Butterworth 24dB ] [ THR
HF
Type Freq 0 Gain
Bell 213Hz 48 350
Bell 470kHz 57  -170
Bell 109kHz 69  -240
Bell 80kHz 15 100 w v 213z 45 | 550 [ otz | 10| oo [
4.70kHz 5 -1. li 1.28kHz
HPF:  160kHz Butterworth 24dB il Rolll ] 20
8.00kHz % K i 5.12kHz 3 -
LPF:  Off Linkwitz-Riley 24dB . zmne | v Jue R s el b L

[0 [ 200d8u | oo |

THR REL

Gain: -183dB  Delay: 0.0ms

For updated information regarding IDEA products, refer to www.ideaproaudio.com
IDEA is always in pursuit of better performance, greater reliability and design features;
technical specifications and minor finish details may vary without notice in order to improve our products.
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S IDea

VOAS

16-Element Line-Array Configurations

Input

Type Freq 0 Gain T

Low Shelf 1.60kHz 4.0 -10.50

Bell 8.0kHz 3.0 4.00 out 1

out 2

1.60kHZ

8.00KHZ 1.28kHz

BOHZ 2.56kHZ

160Hz 5.42kHz

320Hz 10.2 kHz !

N, nnnes:s
EMETEIEEE

[0 [ 200d8u | oo |

LF
Type Freq Q Gain
Bell 292Hz 50 6.60
Bell 872Hz 0.6 -9.20 = =
Bell 872Hz 53  -150 oo Tuuie ] oo0 Lunucc
HPF:  98Hz  Butterworth 24dB ® ] L
m 1.28kHz
LPF: 1MkHz  Butterworth 24dB ® i
- 5.12kHz
Gain:  0dB Delay:  043ms :H -
m THR
HF
Type Freq 0 Gain
Bell 213Hz 48 -3.50
Bell 470kHz 5.7 -1.70
Bell 109kHz 69 -2.40
Bell 80kHz 15 1.00 ® 243Ktz | 42 | -3.50 ) 640Kz
m 4.70kHz | 5. = 5 1.28kHz
HPF:  160kHz Butterworth 24dB ® it Bl sl i
m B.00kHz | 1. : s 5.12kHz
LPF: Off Linkwitz-Riley 24dB sl Sz0nz | A0 )00 R fozkiz) ivo: | o i
]

Linkwitz_Riley 24dB ~ [ THR REL

Gain: -183dB  Delay: 0.0 ms

For updated information regarding IDEA products, refer to www.ideaproaudio.com
IDEA is always in pursuit of better performance, greater reliability and design features;
technical specifications and minor finish details may vary without notice in order to improve our products.
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