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BASSO10

Recommended Preset Settings for TEOd8 Loudspeaker Management System

LPF@ 140 Hz 1 Gain
Type Freq Q Gain
Bell 65 Hz 5.6 2.60
Bell M4 Hz 64 160
Low Pass 153 Hz 0.8 -
HPF: 35 Hz Butterworth 18dB 178Kz
LPF:  122Hz  Butterworth 24dB —
LPF@ 200 Hz
Type Freq Q Gain
Bell 65 Hz 56 280
Bell M4 Hz 6.4 1.60
Low Pass 205Hz 0.8 -
Bell 140Hz S0 350 o
Bell 10 Hz 4.0 -1.50 it

sz
HPF:  35Hz  Butterworth 18dB

Butterworth 16d8  ~ ({1}

LPF: 156 Hz  Butterworth 24dB
LPF@ 240 Hz
Type Freq Q Gain
Bell 65 Hz 56 280
Bell 96 Hz 80 -0.80
Low Pass 245Hz 0.8 - =
Bell 145 Hz 4.0 1.70 1::1
Bell N7 Hz 6.0 030 ::'::
HPF: 35Hz  Butterworth18dB -m
LPF:  196Hz  Butterworth 24dB
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For updated information regarding IDEA products, refer to www.ideaproaudio.com
IDEA is always in pursuit of better performance, greater reliability and design features;
technical specifications and minor finish details may vary without notice in order to improve our products.
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